SPROCKET STANDARD FEATURES

CABIN FEATURES ELECTRICAL
e 0.050" Aluminum Subfloor e 7 Pin Junction Box, Fuse Panel, Solar Port
« CNC Cut, RIO Rigid Foam Insulation & Shore Power Port
« 3/16 Lightweight Polypropylene Board * Accessible and Removable Wire Track
¢ 0.90" Aluminum Outside Skin e 1 Dual USB Outlet, Digital Volt Meter
+ 0.064" Aluminum Painted White Inside Skin interior LED lights
« 15"x1/8" Aluminum tube wall frame * 12V Deep Cycle Battery w/ 1000W Pure
e CNC Cut R10 Rigid Foam Insulation Sine Inverter/Charger
+ One Piece Wrap Around Roof + 30ft Shore Power Cord
*  Custom OGT Lockable Dust/Watertight entry door
with sweep-out threshold & tinted/screened SAFETY
window .
« Over-foot rear pass-through storage w/ cabinet * Interior-mounted Smoke Detector, CO2

Detector, & Propane Detector
e 2lb Quick Strike Fire Extinguisher

doors

FRAME

e CNC Laser Cut 4-Inch C-Channel Steel Frame

e 2" Front & Rear Receiver/Standard 2" Ball Hitch

e 0.100" Aluminum Removable Two-Piece Fenders

* Integrated Mounting Points For All Frame Mounted
Accessories & Stabilizer Jack Option

* Fulton 1500 Single Wheel Front Jack

« Half Height Front Box (Sprocket) / Full Height
Front Box (Sprocket X)

HVAC
* 4 Speed MaxxFan Plus

SUSPENSION & RUNNING GEAR

e Timbren 3500 HD Axle-Less Suspension

e 12 Inch Electric Brakes & Battery Back Up
Breakaway System

¢ Aluminum 17x85" Black Wheels

e 265/10/R17 AT Tires

e 6x5.5" Bolt Pattern
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